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Product Name Product Number Specification Amount
Counter JD-TO W600~W1299 1
(Counter) JD-TO1300 (W1300~W1800) (1)
(Colour)

Bowl TO2036 W360xD200xH100 1
Drainage ';ﬂg(i)%zg Single Faucet 1
Drain Trap M4S-25-750 S Trap ®25 1

Mounting Bracket A XBHO0037 Big(St)x3,Small(SUS)x2 White Paint 1
(Counter frontage (A) less than 1300)
(Mounting Bracket B) XBHO0038 (Big(St)x4,Small(SUS)x2 White Paint (1)
(Counter frontage (A) 1300 above)

Note) 1. Stopcock is not included. Please prepare by a water contractor.
Please check that the mounting height varies depending
on the type of faucet and stopcock.

2.The included odor prevention cap is for VP40. In orther cases,
adapter,odor prevention caps,etc... are used by water contractors.
Please prepare the odor prevention caps etc... by the water contractor.

3. [ ] Attached mounting bracket position is fixed.

Counter Frontafe (A) 1300 above,

Please refer to the dimensions in the figure.

4.This set cannot be mounted on a wall with gypsum board only.
For safety, be sure to stick plywood of 12t or more,
Please reinforce with a batten more than illustration.
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